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OUR LINES:

Rice, Wheat, Wheat Flour, Wheat
Bran, Maize, Soyabeans, Kjoliang,
Barley, Oats, Rye, Buck Wheat, Millet.

Small Red Beans, Small Green Beans,
Small 'White - Beans, Broad Beans,
Horse Beans, Kidney Beans, ‘Lentils,
Peas, String Beans, Bamboo Beans.

Oilseeds Ground G d S d
Sunflowerseed, Rapeseed, Mustard-
seed, Hempseed, Perillasseed, Linseed,
Castorseed, Copra.

Tung OW, Stillingla Oil, Hempseed Oll,
Linseed "‘ OII. C:iwr Oil, Perilla Ol
Rapeseed O
Soyabean OII Groundmn Qil, Cotton-
seed Ofl, Sesame Oil, Teaseed Oil,
Mustardseed Oil, Coconut Oil.

Aniseed Oll, Cassia Oll, Yellow Sandak
wood Oil.

Salt, Selected . Seeds of Cereals,
Beans, Oleaginous Plants.

Cereals

Otilcn

OUR BRANCHES:

SHANGHAI BRANCH

83, Peking Road &E'.I, Shanghai, China
Cable Address: INAFAT SHANGHAI
TIENTSIN BRANCH

33, Pao Tin Road, Tientsin, China
Cable Address: NOIL TIENTSIN
CANTON BRANCH

|, Yung Han Road 'SN& Canton, China
Cable Address: C FC CANTON
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Tung Oil is unique among the drying oils mainly because of its rapid drying and
heat-thickening characteristics and the high resistance of its films to water, alkali and
weather. China is known to be the primary origin of this special product and has had
Tung cultivation for many centuries. China has played a leading role in world produc-
tion and exports. The genuine quality of Chinese Tung Qil has long gained popularity
on the international markets.

Chinese Tung Oil is extensively used in the manufacture of waterproof varnishes,
wall and floor paints, enamels, lacquers, printing inks, oilcloth and linoleum. The
excellent film properties of this oil, such as hardness, durability, fast-drying, moisture-
resistance, alkali-resistance and insulating power, are of great value in the modern
protective coating industry.

Being the foremost and largest suppliers of Tung Oil for world demand, we are
privileged to provide regular supplies at fairly stabilized levels. Manufacturers who have
preferred to use Chinese Tung O#l in their technical formulations may rest assured that
there will be no shortage of supplies, nor unreasonable price fluctuations.

We sell on basis of Standard Specification. Prompt deliveries will be made either
in bulk or in sound, used iron drums. .

For other particulars, please contact us directly, whereupon we shall be pleased
to furnish you with all desired information.

STANDARD EXPORT SPECIFICATION : —

Specific Gravity (15.5°C.) 0.9400-0.9430 Refractive Index (25°C.) 1.5168-1.5200
Moisture and Impurities 0.35%, (max.)  Acid Number 4-6
lodine Number (Wijs) 163-173 Worstall’s Heat Test 7} min. (max.)
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Paints and Vanishes made of Chinese Tung Oil
are exceptionally unique in quality.
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We export annually large quantities of Tung Oil
to all parts of the world.
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Using Chinese Tung Oil for protective coating
could keep buildings in fine condition for
long years.
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